
Remote control operated halogen searchlights SH 260, SH 310, SH 470 and SH 480 R10 are suitable for all kinds of ships. Built with
corrosion resistant components, and designed for extreme marine environments which require minimum maintenance. High quality
seawater resistant aluminium housing finished in white polyester coating. Low weight and simple to mount. These searchlights
provide reliable lighting in all kinds of temperatures. Remote controlled searchlights with conventional electronic system.

Highlights:

Designed to meet applicable marine requirements
Applicable to subzero temperatures of 40°C
Thermostatic controlled heating in motorhouse for optimal working conditions 

SH R10
Searchlight Halogen Remote Controlled R10
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LIGHT SOURCE

Halogen lamp with sockets and wattages as given in product
lable.
Lamp included. 

MOUNTING

R10 (Remote controlled) on pedestal.

OPTIC

Durable silver plated glass reflector specially designed for
halogen bulbs. With antidazzle louvre.

OPTIONS

Electrical controlled light distribution
Slave panel
Pedestal
Canvas cover
Spread filter
Radio control
Morse shutter
Other RAL colours for housing on request.

More variants and special versions on request.

C = Main panel included, no focus adjustment.
CF = Main control panel included, including focus adjustment. 

TECHNICAL DESCRIPTION

SH R10
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 Product L* (M) Dia Ø (M) Angel Α°

SH 260 R10 250 W C / CF  2454 327  7,6° 

SH 310 R10 1000 W C / CF  1540 229 11°

SH 470 R10 2000 W C / CF  2366 390 10,8°

SH 480 R10 3000 W C / CF  2100 451 12°

 *Theoretical estimated range at 1 lux

MEASUREMENT DRAWINGS

Dimensions in cm

Light output for SH R10

EXPLOSION DRAWINGS

SH R10
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